


CELLULAR BACKHAUL

EQ Link® Multiplexers, Demultiplexers, and Add/Drop Filters

EQ LINK

APPLICATIONS

e Multi-protocol applications on same fiber
» Fiber count conservation
« Wavelength selling instead of dark fiber

SCHEMATIC

1310 COM
cwbDm

1310 COM
CWDM

1310 CWDM
WDM FILTER

LAR BASE STATION

ORDERING INFORMATION

PART NO. DESCRIPTION
EQDMUXFC918LLC EQ Link, 1 x 10 Demultiplexer, 1310 + CWDM Ch. 9-18, LC/UPC, LGX Compatible
EQMUXFC918LLLC EQ Link, 1 x 10 Multiplexer, 1310 + CWDM Ch. 9-18, LC/UPC, LGX Compatible

EQDMUXFC1118LLC EQ Link, 1 x 8 Demultiplexer, 1310 + CWDM Ch. 11-18 with 95/5% Monitoring Port, LC/UPC, LGX Compatible

EQMUXFC1118LLC EQ Link, 1 x 8 Multiplexer, 1310 + CWDM Ch. 11-18 with 95/5% Monitoring Port, LC/UPC, LGX Compatible

EQDMUXFC1114LUS EQ Link, 1 x 4 Demultiplexer, 1310 + CWDM Ch. 11-14, w/ expansion port SC/UPC, LGX Compatible

EQMUXFC1114LUS EQ Link, 1 x 4 Multiplexer, 1310 + CWDM Ch. 11-14, w/ expansion port SC/UPC, LGX Compatible

EQDMUXFC1518LUS EQ Link, 1 x 4 Demultiplexer, 1310 + CWDM Ch. 15-18, w/ expansion port SC/UPC, LGX Compatible

EQDMUXFC1518-T1 EQ Link, CWDM/1310 Coupler + 1 x 4 Demultiplexer, CWDM Ch. 15-18 in Tyco 400B 24 splice tray, No Connectors
EQMUXFC1518LUS EQ Link, 1 x 4 Multiplexer, 1310 + CWDM Ch. 15-18, w/ expansion port SC/UPC, LGX Compatible
EQXFC-xx EQ Link, CWDM+1310 Operating Range Add/Drop Filter, CWDM Ch.xx, Bare Fiber

Note: xx =09 thru 18
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